
 

Features: 
 6063-T6 aluminum frame, 4" pre-punched installation holes with 6 single barrel integrated hinges pivoting on a continuous 1/8” stainless steel hinge pin for increases durability. 
 Solid, high density polystyrene foam core with waterproof PVC perimeter and lock block that accommodates locksets 
& deadbolts. 

 Heavy-duty aluminum surround frame welded at the 
corners for superior strength. 

 Heavy duty extruded aluminum surround channel inner frame with miter cut corners screwed together. 
 Double vinyl bulb weather seals. 
 Florida code doors have wood frame on top and lock side 
of door. 

 Adjustable steel striker plate for lock. 
 Standard sizes in 3', 4', & 5' singles; and 6' double doors. 
 All doors up to available up to 80" in height. 
 Skin colors offered: White, Off White/Cream, Tan/Beige, 
Hickory Moss, Grey/Pewter, Olive/Green, Brown, & Black*. 

 Frame Colors offered: Mill, Bronze, & White. *Large orders only. 

Structural Performance: 
FL# 12903 AAMA/WDMA/CSA 101/IS2/A440-05  LW-SHD-R25 (36x80) WTP=2.9 psf AAMA 1701.1-12/FMHC&S Std. 3280.403 Wind Zone II @46 psf, 36x80 X For full performance results go to: www.floridabuilding.org 

Window Options 

10 x 10 10 x 10 Diamond  4 x 24 9-Lite 15-Lite 18 x 20 18 x 38 


